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Parallel receiver for simultaneous receipt 
of free sea-weather forecasts:
• German Weather Service (DWD) on 147.3 kHz
• NAVTEX on 490 kHz (national, national language)
• NAVTEX on 518 kHz (international, English)

Features: 
• Journey Area: Northern Europe (DWD)

and World-wide (NAVTEX)
• Receipt range of the DWD: Approx. 300 

nautical miles around Hamburg
• Data displayed via LCD (without PC)
• Data displayed with PC (USB-cable is included) 
• Software for Windows XP, VISTA and WIN7
• Automatic message administration
• Precision-air-pressure-sensor with 0,1hPa resolution
• Diagram of the air pressure process
• Vast internal memory, view the forecasts, 

when you get on board
• Sharp high contrast liquid crystal display
• Easy mountain kit included

Three different antenna solutions:
• Active antenna with versatile mounting options
• Magnetic longwire balun for isolated backstay
• New indoor antenna for vessels with GRP 

or wooden hull

WIB3S Digital receiver for weather and Navtex messages

Technical data:
Antenna input: 50 ohms (for balun (backstay) 

or active antenna) 
Display: Monochrome LCD with 240 x 128 pixels
PC-interface: USB full-speed
Memory: 1MB flash
Decoding: RTTY: for DWD-weather

Sitor: for NAVTEX
Operating voltage: 12V
Current consumption: Approx. 30 mA (without active antenna)
Dimensions: 155 x 97 x 29 mm

www.moerer.de
www.wetterinfobox.com

The German weather service (DWD)
sends on 147.3 kHz sea-weather 
forecasts for the next 24 hours, 2-days
and 5-days in German language.
Receipt range approx. 300 nautical
miles around Hamburg.

NAVTEX messages include e.g.: 
nautical warnings, distress messages,

weather forecasts and storm warnings.

The air-pressure of the past 
12, 24 or 48 Hours is clearly
shown in the graphic display.


